
The new three-phase switched-mode power 
supplies from Wöhrle were developed to the 
highest standards to ensure reliability and 
efficiency in the application. Particular value 
was placed on durability and a high level of 
protection against failure to save servicing 
costs. The high efficiency also reduces the 
power consumption and at the same time 
optimises the efficiency of the systems. As a 
consequence, these switched-mode power 
supplies are very economical in relation to 
increasing energy costs. Furthermore, the 
units are designed for continuous operation 
and can be used universally for all industrial 
applications. 

Product description PRODUCT HIGHLIGHTS
	ॏ Power range from 10 to  

40 A / 240 to 960 W
	ॏ Output voltage 24 V  

(adjustable)
	ॏ Efficiency up to 95.75 %
	ॏ Modern circuit design
	ॏ Slim-line design
	ॏ Advanced power boost*
	ॏ Classified by Germanischer 

Lloyd*
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Three-phase primary-switched power supply units

Product series DP series

Product identifier DP2410 DP2420 DP2440

Input voltage AC 320-600 V 320-575 V

Output voltage DC 24-28 V

Rated power 10 A 20 A 40 A

Power boost 150 % / 5 sec. 150 % / 7 sec.

Advanced power boost - 40 A @ 50 ms 80 A @ 50 ms

Maritime approval -
DNV GL: Germanischer Lloyd 
ABS: American Bureau for Shipping PDA Environmental 
category: C, EMC2

Efficiency 91 % 95 %

Design Slim-Line

Relay contact -
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* Applies to DP2420 and DP2440
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