
The Wöhrle DPNSW series of power supply 
units ensures reliable power in the range 
240 W to 960 W. The units offer a very high 
efficiency to further optimise the effectiveness 
of your systems.
If a synchronous mains load is required or a 
neutral conductor is not available, the units 
in the DPNSW series are the right choice. 
The three-phase supply also provides phase 
redundancy within the power supply unit: if a 
phase fails, the output voltage of 24 V remains 
available with reduced power.
 

Product description PRODUCT HIGHLIGHTS
	ॏ Three-phase with synchro-

nous mains load
	ॏ Power range from 10 to 40 A 

/ 240 to 960 W
	ॏ Output voltage: 24, 48 V
	ॏ High efficiency of up  

to 94.5 %
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Three-phase power supply units for switch cabinet installation

Product series DPNSW series

Product identifier DPNSW 2410 DPNSW 2420 DPNSW 2420-R DPNSW 2440

Rated output voltage DC 24 V

Input voltage AC 340-550 V

Adjustment range of the 
output voltage DC 24-28 V

Rated power 10 A 20 A 40 A

Efficiency 92 % 92.5 % 94 %

Power boost 130 % / 3 sec.

Relay contact - -

Dimensions (in mm)
W
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Rated output voltage DC: 24 V

Rated output voltage DC: 48 V

Product series DPNSW series

Product identifier DPNSW 4810 DPNSW 4820

Rated output voltage DC 48 V

Input voltage AC 340-550 V

Adjustment range of the 
output voltage DC 480-780 V

Rated power 10 A 20 A

Efficiency 94.5 % 94.5 %

Power boost 130 % / 3 sec. 130 % / 3 sec.

Relay contact -

Dimensions (in mm)
W
H
D

85.5
125.2
128.5

110
125.2
150
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