
The narrowest single-phase 
switching power supply

9 Ultra-slim design
9 Most modern power supply technology
9 Input voltage range: 85 - 264 V AC
9 Output voltage: 24 V DC
9 Nominal Power: 75 - 480 W
9 Wide temperature range: -30 - 70°C

Highlights at a glance

®

Ultra-slim design & state-of-the-art 
power supply technology -  

the new E-Series from Wöhrle

High-quality technology 
in the smallest space



E-Series

Model E2403 E2405 E2410 E2420*

Rated output voltage V DC 24 24 24 24

Input voltage V AC 85-264 90-264 90-264 85-264

Output voltage 
adjustment range V DC 21.6-26 21.6-26.4 21.6-26.4 22-28

Output current max. A 3.125 5 10 20

Efficiency % 89 88,5 90 88

Ultra-slim design ✔ ✔ ✔ ✔

Dimensions (in mm)
W
H
D

27
123.6
102

30
123.6
117.2

40
123.6
117.2

~60   
~123.6 
~117.2

Overload behaviour 
Constant current ✔ ✔ ✔ ✔

Overload behaviour
Hiccup ✔ ✔ ✔ ✔

Single-phase power supply units for control cabinet installation:

* Expected availability from 
 July 2022
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